
287 

Coast Guard, DHS § 162.017–1 

must advise the consumer on the bat-
tery replacement schedule which under 
normal conditions would maintain per-
formance requirements of § 161.013–3. 

§ 161.013–17 Manufacturer notification. 
Each manufacturer certifying lights 

in accordance with the specifications 
of this subpart must send written no-
tice to the Commandant (CG-521), U. S. 
Coast Guard, 2100 2nd St., SW., Stop 
7126, Washington, DC 20593–7126 within 
30 days after first certifying them, and 
send a new notice every five years 
thereafter as long as it certifies lights. 

[CGD 76–183a, 44 FR 73054, Dec. 17, 1979, as 
amended by CGD 88–070, 53 FR 34536, Sept. 7, 
1988; CGD 95–072, 60 FR 50467, Sept. 29, 1995; 
CGD 96–041, 61 FR 50733, Sept. 27, 1996] 

PART 162—ENGINEERING 
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Subpart 162.017—Valves, Pressure- 
Vacuum Relief, for Tank Vessels 
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Subpart 162.050—Pollution Prevention 
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AUTHORITY: 33 U.S.C. 1321(j), 1903; 46 U.S.C. 
3306, 3703, 4104, 4302; E.O. 12234, 45 FR 58801, 3 
CFR, 1980 Comp., p. 277; E.O. 12777, 56 FR 
54757, 3 CFR, 1991 Comp., p. 351; Department 
of Homeland Security Delegation No. 0170.1. 

Subpart 162.017—Valves, Pres-
sure-Vacuum Relief, for Tank 
Vessels 

SOURCE: CGFR 50–9, 15 FR 1680, Mar. 25, 
1950, unless otherwise noted. 

§ 162.017–1 Incorporation by reference. 
(a) Certain material is incorporated 

by reference into this subchapter with 
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